The City of Monroe Traffic Worksheet and Traffic Study Requirements
for Developments in Unincorporated Snohomish County

The City of Monroe, through an interlocal agreement (ILA) with Snohomish County, may request traffic
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Option B based on comprehensive impact analysis: go to Section Three

Section Two (2) Proportionate Share Determined by Percentage of the City Impact Fee
2(a) Calculation of Payment Amount

1. Standard default estimated
percentage of trips impacting the or
City streets based on subareas

(See below) %
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3. Net New PM Peak Hour Trips (Total trips less approved reductions for pass-by, TDM, etc.)

4. City Impact Fee Rate $ (Currently $1,759 per PM peak hour trip. Developments pay the rate in
effect at the time of their submittal. Through ordinance, the City Council can change these rates at any time, and
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movements for each shown in separate diagrams on the same page or on different pages. The assignment
should also be presented in tabular form listing each intersection and the number of trips at each
movement.

3(c) Additional Analysis for Developments Generating More Than Fifty (50) Peak Hour Trips

For large developments (i.e., those generating more than 50 peak-hour trips), the City may request mitigation for
impacts on the level of service of city streets, documented safety locations, and access or circulation. The traffic
study requirements below are intended to disclose impacts. Based on this information the city may request
through the county that the applicant provide additional information showing possible mitigation measures. If
any off-site improvements were needed for mitigation the city would work with the applicant to determine
requirements for right-of-way, construction plans, right-of-way disturbance permits, construction/maintenance
bonds, and other issues.

Impacts on Level of Service (LOS)

Contact City of Monroe Public Works Department for the most current list of intersections with failing level
of service. ldentify any of these intersections impacted by ten (10) or more directional peak-hour trips.

Impacts on Documented Safety Problem Locations

Contact the City of Monroe Public Works Department for a list of current locations with documented safety
problems. Identify any of these locations impacted by ten (10) or more peak-hour trips. Note: unlike LOS
impacts in which at least ten or more peak hour trips have to be added in one direction to require disclosure
(e.g., 10 westbound), for documented safety problems, any ten peak hour trips added to a documented safety
problems location is considered an impact for which disclosure is necessary. (e.g., 6 westbound plus 4
eastbound).

Impacts on Access or Circulation

The City may request access and/or circulation provisions for City streets. Check with the City Public
Works Department if the development may take access from City streets. Refer to the Monroe Public
Works Standards.

Section Four (4) Traffic Mitigation Offer to the City of Monroe

The applicant should complete a traffic mitigation offer to the City of Monroe that summarizes the mitigation
identified in the City traffic worksheet and any additional traffic study. This will facilitate timely review of the
development and processing of the application. The form to use for the mitigation offer is en
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